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2D301 Combination Football/Soccer Goal 
SECTION 11 68 33
Athletic Field Equipment

(Formerly 11480)

DETAILED SECTION 11 68 33.13 FOOTBALL FIELD EQUIPMENT

DETAILED SECTION 11 68 33.23 SOCCER AND FIELD HOCKEY EQUIPMENT

PART 1
GENERAL

1.1 WORK INCLUDED

A. Provide all equipment and materials, and do all work necessary to furnish and install the athletic equipment, as indicated on the drawings and as specified herein.  Athletic equipment shall include, but not be limited to:

1. 2D301 Combination Football/Soccer Goal
1.2 RELATED WORK
A. Examine contract documents for requirements that affect work of this section.  
Other specification sections that directly relate to the work of this section include, but are not limited to:

1. Section 31 00 00 – Earthwork; Excavation and Fill, Subgrade Preparation
2. Section 03 00 00 – Concrete; Concrete Footing Schedule
3. Section 03 30 00 – Cast-in-Place Concrete
4. Section 32 18 00 – Athletic and Recreational Surfacing
5. Section 32 18 13 – Synthetic Grass Surfacing
6. Section 32 18 23 – Athletic Surfacing
1.3 REFERENCES

A. Comply with applicable requirements of the following standards.  Where these standards conflict with other specified requirements, the most restrictive shall govern.  
1. United States Soccer Federation 

2. National Federation of State High School Associations (NFSHSA)
3. International Amateur Athletic Foundation (IAAF)
4. ASTM International (F 2056)

5. ASTM International (F 1938)
[image: image2.jpg]¢SKWIKGOAL




SECTION 11 68 33 – ATHLETIC FIELD EQUIPMENT (CONTINUED)

1.4 SUBMITTALS

A. Manufacturer’s Product Data
1. Provide manufacturer’s product literature, technical specifications and other data prior to actual field installation work for architect or owner’s representative review.

B. Shop Drawings

1. Provide drawings of manufacturer’s recommended installation and foundation requirements prior to actual field installation work for architect or owner’s representative review.

1.5 QUALITY ASSURANCE

A. Manufacturer’s warranties shall pass to the owner and certification made that the product materials meet all applicable grade trademarks or conform to industry standards and inspection requirements.
1.6 PRODUCT DELIVERY, STORAGE AND HANDLING

A. Material delivered to the site shall be examined immediately for concealed damage or defects and noted on the carriers deliver receipt.  If any damage is discovered after the initial delivery, you have 15 calendar days to notify Kwik Goal, Ltd.  If the damage is reported within 15 days, Kwik Goal, Ltd.  Will replace any damaged parts at no charge.  If damage is discovered after 15 calendar days, the parts will need to be purchased in full from Kwik Goal, Ltd.  
B. Replacements, if necessary, shall be immediately re-ordered, so as to minimize any conflict with the construction schedule. 

C. Sound materials shall be stored above the ground under protective cover or indoors so as to provide proper protection.
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SECTION 11 68 33 – ATHLETIC FIELD EQUIPMENT (CONTINUED)
PART 2 
PRODUCTS

2.1
MANUFACTURERS

A. Manufacturers and product selections named are provided to establish the minimum standard.  
B. BASE:  2D301 Combination Football/Soccer Goal as manufactured by:
Kwik Goal Ltd.

140 Pacific Drive

Quakertown, PA 18951

P: 800-531-4252

F: 800-778-8869

www.kwikgoalspecs.com
C. COMPONENTS:

1. 2D301 Combination Football/Soccer Goal
A. 2D301 – football cross bar fabricated of 6005 T5 extruded aluminum tube, 2.00” x 2.00”, having the following attributes:

1. Length: 286.00”
2. Square, extruded
3. 0.125” wall aluminum tube
4. DuPont powder coated white

B. 2D301 – football uprights fabricated of 6005 T5 extruded aluminum tube, 2.00” outside diameter,  having the following attributes:
1. Length: 180.00”
2. Round, extruded

3. 0.125” wall aluminum tube

4. DuPont powder coated white

C. 2D301 – soccer crossbar fabricated of 6005 T5 extruded aluminum tube, 4.375” outside diameter, having the following attributes:

1. Length: 280.00”
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SECTION 11 68 33 – ATHLETIC FIELD EQUIPMENT (CONTINUED)
2. Round with net channel, extruded
3. 0.115” wall aluminum tube

4. MIG weld full seam to football crossbar with seven truss posts

5. DuPont powder coated white

D. 2D301 – soccer posts fabricated of 6005 T5 extruded aluminum tube, 4.375” outside diameter, having the following attributes:
1. Length: 129.375”
2. Round with net channel, extruded
3. 0.115” wall aluminum tube

4. DuPont powder coated white

E. 2D301 –ground sleeves fabricated of 6005 T5 extruded aluminum tube, 4.78” outside diameter, having the following attributes:
1. Length: 24”

2. Round

3. 0.14” wall aluminum tube

F. 2D301 – backstays fabricated of 6063 T6 extruded aluminum tube, 1.25” outside diameter, having the following attributes:

1. Length: 36”

2. Width: 32”

3. 0.125” wall aluminum tube

4. DuPont powder coated white

5. Attachment plates MIG welded

G. Accessories:

1. White Polyethylene Soccer Net

i. 3mm rope thickness

ii. 120mm mesh
2. Kwik Lock®  Net Clips

i. Delrin 127

3. Hardware

i. Zinc plated stainless steel
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SECTION 11 68 33 – ATHLETIC FIELD EQUIPMENT (CONTINUED)
PART 3
EXECUTION

3.1 

INSTALLATION OF ATHLETIC FIELD EQUIPMENT

A.            All athletic field equipment shall be installed as recommended with manufacturer’s written directions, included with product or found at www.kwikgoalspecs.com, and as indicated on the drawings.   
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